

















Event No Event Name

1 Modbus Address Changed
2 Modbus Speed Changed

3 Modbus Param Changed
4 Device Powered On

5 Device Shutdown

6 Date/Time Updated

7 Date/Time Updated

8 Date/Time Updated

9 Invalid PIN Entry

10 PIN Changed

11 Special PIN Entered

12 PIN Tamper Attempt

13 Min Max Cleared

14 Language Changed

15 Factory Reset Executed
16 Mains Frequency Changed
17 Phase 1 Loss

18 Phase 2 Loss

19 Phase 3 Loss

20 Connection Type Changed
21 Nominal Voltage Changed
22 Measurement Check Enabled
23 Measurement Check Disabled
24 Neutral Check Enabled

25 Neutral Check Disabled
26 Button Trip Enabled

27 Button Trip Disabled

28 UM> Enabled

29 UM> Disabled

30 UM> Param Changed

31 U> Enabled

32 U> Disabled

33] U> Param Changed

34 U>> Enabled

35 U>> Disabled

36 U>> Param Changed

37 U< Enabled

38 U< Disabled

39 U< Param Changed

40 U<< Enabled

41 U<< Disabled

42 U<< Param Changed

43 F> Enabled

44 F> Disabled

45 F> Param Changed

46 F>> Enabled

47 F>> Disabled

48 F>> Param Changed

49 F< Enabled

50 F< Disabled

51 F< Param Changed

52 F<< Enabled

53 F<< Disabled

54 F<< Param Changed

55 Rocof Enabled

56 Rocof Disabled

57 Rocof Param Changed

58 Vector Shift Enabled

59 Vector Shift Disabled

60 Vector Shift Param Changed
61 Voltage Range Enabled
62 Voltage Range Disabled
63 Voltage Range Param Changed
64 Frequency Range Enabled
65 Frequency Range Disabled
66 Frequency Range Param Changed
67 Feedback Y1 Enabled

68 Feedback Y1 Disabled

69 Feedback Y1 Param Changed
70 Input Y2 Enabled

71 Input Y2 Disabled

72 Input Y3 Enabled

73 Input Y3 Disabled

74 Input Y4 Enabled

75 Input Y4 Disabled

76 Output K1 Enabled

77 Output K1 Disabled

78 Qutput K2 Enabled

79 Output K2 Disabled

80 Output K3 Enabled

81 Output K3 Disabled




